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let us give you a hand 
with your daily tasks
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GRAB BARS AND OTHER 
ACCESORIES FOR A 
BARRIER-FREE WASHROOMS
Functional solutions that make the bathroom a completely safe and 

accessible place for everyone.

•	 Using the bathroom independently is very important. For this reason, our wide 

range of grab bars and accessories for a barrier-free washroom, manufactured in 

various materials (stainless steel, steel, etc.) and in different finishes (satin, bright, 

white, etc.), provide a better quality of life to all those, without distinction, who in 

one way or another do not have full physical capability or sensory function.

•	 All our grab bars and shower seats have an ergonomic and functional design that 

assists in the functional limitations of those with a disability.

•	 Our product portfolio includes a wide range of grab bars, shower seats, mirrors, 

etc., conceived and designed to allow the bathroom to be used in complete       

safety and fully independently by those with mobility problems.

BR0300CS ·  BR400CS ·  BR600CS ·  BR750CS ·  BR900CS ·  BR1200CS ·  BAI090CS ·  BAD090CS  
COMPONENTS AND MATERIALS

BR0300CS ·  BR400CS ·  BR600CS ·  BR750CS ·  BR900CS ·  BR1200CS ·  BAI090CS ·  BAD090CS  
TECHNICAL SPECIFICATIONS
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BR0300CS ·  BR400CS ·  BR600CS ·  BR750CS ·  BR900CS ·  BR1200CS ·  BAI090CS ·  BAD090CS  
COMPONENTS AND MATERIALS

BR0300CS ·  BR400CS ·  BR600CS ·  BR750CS ·  BR900CS ·  BR1200CS ·  BAI090CS ·  BAD090CS  
TECHNICAL SPECIFICATIONS

G R A B  B A R S  A N D  O T H E R  A C C E S S O R I E S

Bar	 Ø32 mm

Tube thickness	 1.5 mm

Snap flange cover	 Ø82 mm

•	 Snap flange cover fot hidden mounting

•	 Stainless steel nuts and bolts for masonry walls

•	 The strength of the bar support will depend on the type of 

wall and the supports used

BR0300CS/400CS/600CS/750CS/900CS/1200CS BAI090CS · BAD090CS

	 L1:
BR0300CS: 	387 mm

BR0400CS: 537 mm

BR0600CS: 692 mm

BR0750CS: 	842 mm

BR0900CS: 997 mm

BR1200CS: 	1200 mm

Ø82 mm

Ø32 mm70 mm

L1

material: AISI 304 stainless steel

finish: satin *

BR0300CS
lenght: 387 mm

BR0400CS
lenght: 537 mm

BR0600CS
lenght: 692 mm

BR0750CS

BR0900CS

BR1200CS

lenght: 842 mm

lenght: 997 mm

lenght: 1200 mm - straight

material: AISI 304 stainless steel

finish: satin* 

BAI090CS

BAD090CS

*ALSO AVAIL ABLE
IN BRIGHT FINISH

90º angle

90º angle

866 mm

Ø82
 mm45

7 
m
m

70
 m

m

32
 m

m

medinox AISI 304 stainless steel bars
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BG0800CS ·  BG0850CS ·  BG0900CS ·  BGC710CS   COMPONENTS AND MATERIALS

BG0800CS ·  BG0850CS ·  BG0900CS ·  BGC710CS   TECHNICAL SPECIFICATIONS

BG0800CS · BG0850CS · BGC0900CS

Bar	 Ø32 mm

Tube thickness	 1.5 mm

Base plate thickness	 3 mm

BG07100CS

Bar	 Ø32 mm

Tube thickness	 1.5 mm

Base plate thickness	 5 mm

BG0800CS · BG0850CS · BG0900CS BGC710CS

Ø32 mm

10
0 
m
m

30
0 
m
m

L1

medinox AISI 304 stainless steel bars

material: AISI 304 stainless steel

finish: satin* 

material: AISI 304 stainless steel

finish: satin* 

BG0800CS

BG0850CS

vertical swing

vertical swing

material: AISI 304 stainless steel

finish: satin*

material: AISI 304 stainless steel

finish: satin

BG0900CS BGC710CS
vertical swing with brake vertical swing on fixed column

BG0800CS · BG0850CS · BGC710CS

•	 Toilet roll holder hook

•	 Safety system that blocks the bar in a vertical position to 

prevent it dropping accidentally

•	 Stainless steel nuts and bolts for masonry walls

•	 The strength of the bar support will depend on the type of 

surface and the supports used

•	 The rotating point is strengthened with a double tube for 

maximum resistance

BG08000CS · BGC710CS

•	 The one-piece structure provides enhanced stability and 

prevents dirt from building up

BG0900CS

•	 Three brake positions that avoid accidental collapse

*ALSO AVAIL ABLE IN BRIGHT FINISH

L1:
BG0800CS: 738 mm

BG0850CS: 852 mm

BG0900CS: 738 mm

G R A B  B A R S  A N D  O T H E R  A C C E S S O R I E S

110 mm 722 mm

240 mm150 mm

75
0 
m
m

80
0 
m
m
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BG0800CS ·  BG0850CS ·  BG0900CS ·  BGC710CS   TECHNICAL SPECIFICATIONS

BGA0820CS ·  BG0089CS ·  BSI020CS ·  BSD020CS   COMPONENTS AND MATERIALS

BGA0820CS ·  BG0089CS ·  BSI020CS ·  BSD020CS   TECHNICAL SPECIFICATIONS

BGA0820CS

Bar	 Ø32 mm

Bar thickness	 1.2 mm

Base plate thickness	 3 mm

BG0089CS

Bar	 Ø32 mm

Bar thickness	 1.2 mm

Base plate thickness	 10 mm

BSI020CS · BSD020CS

Bar	 Ø32 mm

Bar thickness	 1.5 mm

Snap flange cover	 Ø82 mm

BG0089CS BSI020CS · BSD020CSBGA0820CS

medinox AISI 304 stainless steel bars

material: AISI 304 stainless steel

finish: satin*

material: AISI 304 stainless steel

finish: satin*

BGA0820CS BG0089CS
vertical swing with floor support horizontal swing

•	 Stainless steel nuts and bolts for masonry walls

•	 The strength of the bar support will depend on the type of 

surfrace and the supports used

BGA0820CS · BG0089CS

•	 Toilet roll holder hook

•	 Safety anchoring system that blocks the bar in a perpendicular 

position to the wall, preventing it from turning accidentally

BGA0820CS

•	 Opening system that transfers the support to the floor on 

the bar downloads

BSI020CS · BSD020CS

•	 Snap flange cover for hidden mounting

*ALSO AVAIL ABLE IN BRIGHT FINISH

material: AISI 304 stainless steel

finish: satin* 

material: AISI 304 stainless steel

finish: satin* 

BSI020CS

BSD020CS

wall/floor mounted with 3 anchoring points

wall/floor mounted with 3 anchoring points

100 mm

32 mm

72 mm

10
0 
m
m

12
5 
m
m8 m

m

700 mm
685 mm

82
5 
m
m

38.5 mm

75 mm

32 mm

10 mm

45
 m

m

83
5 
m
m

120 mm

82 mm

776 mm

32 mm

232 mm

77
5 
m
m

36
6 
m
m

75
0 
m
m

801 mm

G R A B  B A R S  A N D  O T H E R  A C C E S S O R I E S

80
7 
m
m

23
0 
m
m

75
0 
m
m

32 mm

850 mm

10
0 
m
m



154

BS0010CS ·  BFI600CS ·  BFD600CS   COMPONENTS AND MATERIALS

BS0010CS ·  BFI600CS ·  BFD600CS   TECHNICAL SPECIFICATIONS

Bar	 Ø32 mm

Tube thickness	 1.5 mm

Snap flange cover	 Ø82 mm
BS0010CS BFI600CS · BFD600CS

615 mm

15
5 
m
m

14
0 
m
m

245 mm

172 mm

187 mm
Ø32 mm

material: AISI 304 stainless steel

finish: satin*

BS0010CS
wall / floor mounted

material: AISI 304 stainless steel

finish: satin* 

BFI600CS

BFD600CS

wall - mounted with 3 anchoring points

wall - mounted with 3 anchoring points

BS0010CS · BFI600CS · BFD600CS

•	 Snap flange cover for hidden mounting

•	 Stainless steel nuts and bolts for masonry walls

•	 The strength of the bar support will depend on the type of 

wall and the supports used

*ALSO AVAIL ABLE IN BRIGHT FINISH

780 mm

84
6 
m
m

75
0 
m
m

Ø82 mm

Ø32 mm

medinox AISI 304 stainless steel bars

G R A B  B A R S  A N D  O T H E R  A C C E S S O R I E S
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BS0010CS ·  BFI600CS ·  BFD600CS   COMPONENTS AND MATERIALS BD0700CS ·  BTI090CS ·  BTD090CS ·  BA0130CS   COMPONENTS AND MATERIALS

BD0700CS ·  BTI090CS ·  BTD090CS ·  BA0130CS   TECHNICAL SPECIFICATIONS

Bar	 Ø32 mm

Bar thickness	 1.5 mm

Snap flange cover	 Ø82 mm

BD0700CS

755 mm

Ø32 mm

Ø82 mm

60
0 
m
m

76
0 
m
m

BTI090CS · BTD090CS

62
0 
m
m

510 mm

Ø82 mm

Ø32 mm

639 mm

76
4 
m
m

BA0130CS

621 mm

136.7 mm
176.2 mm

70 mm

540 mm

Ø32 mm

130º

material: AISI 304 stainless steel

finish: satin*

material: AISI 304 stainless steel

finish: satin*

BD0700CS BA0130CS
angled on 2 walls with 3 anchoring points 130º angle

material: AISI 304 stainless steel

finish: satin 

BTI090CS

BTD090CS

angled on 2 walls with 3 anchoring points

angled on 2 walls with 3 anchoring points

•	 Snap flange cover for hidden mounting

•	 One-piece structure that gives it enhanced stability and 

prevents dirt from building up

•	 Stainless steel nuts and bolts for masonry walls

•	 The strength of the bar support will depend on the type of 

wall and the supports used

*ALSO AVAIL ABLE 
IN BRIGHT FINISH

medinox AISI 304 stainless steel bars

G R A B  B A R S  A N D  O T H E R  A C C E S S O R I E S
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BR0300 ·  BR0400 ·  BR0600 ·  BR0750 ·  BR0900 ·  BAI090 ·  BAD090   TECHNICAL SPECIFICATIONS

BR0300 ·  BR0400 ·  BR0600 ·  BR0750 ·  BR0900 ·  BAI090 ·  BAD090   COMPONENTS AND MATERIALS

Bar	 Ø32 mm

Bar thickness	 1.5 mm

Plastic snap flange cover	 Ø85 mm

•	 Tube with anti-rust treatment

•	 Plastic snap flange cover for hidden mounting

•	 Stainless steel nuts and bolts for masonry walls

•	 The strength of the bar support will depend on the type of 

wall and the supports used

BR0300 · BR0400 · BR0600 · BR0750 · BR0900 BAI090 · BAD090

I t  is  not recommended to instal l  the mediepoxy l ine bars in places where i t  is  in direct contact with water,  in damp and/or 
chlor inated environments.

Medicl inics is  not responsible for corrosion that may appear on the bars caused by abrasion on the anchorage points as a 
result  of  improper instal lat ion.

Ø85 mm

Ø32 mm70 mm

L1 869 mm

82 m
m46

0 
m
m

70
 m

m

32
 m

m

L1:
BR0300: 	 390 mm

BR0400: 	 540 mm

BR0600: 	 695 mm

BR0750: 	 845 mm

BR0900: 	 1000 mm

material: steel

finish: white epoxy

BR0300
lenght: 390 mm

BR0400
lenght: 540 mm

BR0600
lenght: 695 mm

BR0750

BR0900

lenght: 845 mm

lenght: 1000 mm - straight

material: steel

finish: white epoxy 

BAI090

BAD090

90º angle

90º angle

BG0800 ·  BG0850 ·  BGC710 ·  BGA0820 ·  BS0010   COMPONENTS AND MATERIALS

mediepoxy AISI 304 stainless steel bars

G R A B  B A R S  A N D  O T H E R  A C C E S S O R I E S
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BR0300 ·  BR0400 ·  BR0600 ·  BR0750 ·  BR0900 ·  BAI090 ·  BAD090   TECHNICAL SPECIFICATIONS

It is  not recommended to instal l  the mediepoxy l ine bars in places where i t  is  in direct contact with water,  in damp and/or 
chlor inated environments.

Medicl inics is  not responsible for corrosion that may appear on the bars caused by abrasion on the anchorage points as a 
result  of  improper instal lat ion.

material: steel

finish: white epoxy

material: steel

finish: white epoxy

material: steel

finish: white epoxy

material: steel

finish: white epoxy

BGC710BG0800

BG0850

BGA0820 BS0010
vertical swingvertical swing

vertical swing

drop-down with support wall / floor mounted

BG0800 ·  BG0850 ·  BGC710 ·  BGA0820 ·  BS0010   COMPONENTS AND MATERIALS

BG0800 ·  BG0850 ·  BGC710 ·  BGA0820 ·  BS0010   TECHNICAL SPECIFICATIONS

BS0010

Plastic snap flange cover	 Ø85 mm

Bar	 Ø32 mm

Bar thickness	 1.5 mm

BG0800 · BG0850 BGC710 BGA0820 BS0010

•	 Tube with anti-rust treatment

•	 Stainless steel nuts and bolts for masonry walls

•	 The strength of the bar support will depend on the type of 

wall and the supports used

BG0800 · BG0850 · BGC710

•	 Toilet roll holder hook

•	 The rotating point is strenghtened with a double tube for 

maximum resistance

•	 Safety system that blocks the bar in a vertical position to 

prevent it dropping accidentally

BGA0820

•	 Opening system that transfers the support to the floor on 

moving the bar downwards

•	 Safety system that blocks the bar in a vertical position to 

prevent it dropping accidentally

BS0010

•	 Built into the floor at 96 mm

Ø32 mm

30
0 
m
m

10
0 
m
m

L1

L1:
BG0800: 	 738 mm

BG0850: 	 852 mm

Ø32 mm

Ø85 mm

780 mm

84
6 
m
m

75
0 
m
m80
7 
m
m

23
0 
m
m

75
0 
m
m

32 mm

850 mm

110 mm 722 mm

240 mm150 mm

75
0 
m
m

80
0 
m
m

10
0 
m
m

mediepoxy AISI 304 stainless steel bars

G R A B  B A R S  A N D  O T H E R  A C C E S S O R I E S
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BFI600 ·  BFD600 ·  BD0700 ·  BA0130   COMPONENTS AND MATERIALS

BFI600 ·  BFD600 ·  BD0700 ·  BA0130   TECHNICAL SPECIFICATIONS

Bar	 Ø32 mm

Bar thickness	 1.5 mm

Plastic snap flange cover	 Ø85 mm

•	 Tube with anti-rust treatment

•	 Snap flange cover for hidden mounting

•	 Stainless steel nuts and bolts for masonry walls

•	 The strength of the bar support will depend on the type of 

wall and the supports used

BFI600 · BFD600 BA0130BD0700

615 mm

245 mm 172 mm

187 mm

15
5 
m
m

14
0 
m
m

Ø32 mm

60
0 
m
m

76
0 
m
m

755 mm

Ø85 mm

Ø32 mm

70 mm

179 mm

136.7 mm

625 mm

540 mm

Ø32 mm

130º

material: steel

finish: white epoxy

material: steel

finish: white epoxy

BD0700 BA0130
angled on 2 walls with 3 anchoring points 130º angle

material: steel

finish: white epoxy 

BFI600

BFD600

wall-mounted with 3 anchoring points

wall-mounted with 3 anchoring points

mediepoxy AISI 304 stainless steel bars

G R A B  B A R S  A N D  O T H E R  A C C E S S O R I E S

I t  is  not recommended to instal l  the mediepoxy l ine bars in places where i t  is  in direct contact with water,  in damp and/or 
chlor inated environments.

Medicl inics is  not responsible for corrosion that may appear on the bars caused by abrasion on the anchorage points as a 
result  of  improper instal lat ion.
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MATERIAL / FINISH
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G R A B  B A R S  A N D  O T H E R  A C C E S S O R I E S
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AM0100 ·  AM0201C ·  AM0201C   COMPONENTS AND MATERIALS

AM0100 ·  AM0201C ·  AM0201C   TECHNICAL SPECIFICATIONS

AM0100

Tube	 Ø25 mm

Tube thickness	 1.6 mm

Thickness of phenolic sheets	 8 mm

AM0201C · AM0201CS

Tube	 Ø32 mm

Sheet thickness	 1.7 mm

AM0100 AM0201C · AM0201CS

AM0100

•	 Seat in non-porous delamination-proof phenolic sheet

•	 Deters fungi and bacteria

•	 Non-slip and warm to the touch

•	 Slots for water drainage

AM0100 · AM0201C · AM0201CS

•	 The strength of the seat support will depend on the type 

of wall and the supports used

430 mm

76 mm

45
0 
m
m

23
0 
m
m

439.5 mm

41
9 
m
m

41
0 
m
m

450 mm

material: AISI 304 stainless steel

finish: bright 

material: AISI 304 stainless steel

finish: satin 

AM0201C

AM0201CS

folding seat

folding seat

material: AISI 304 stainless steel /phenolic sheet

finish: satin / white ivory

AM0100
folding seat with wall support

seats

G R A B  B A R S  A N D  O T H E R  A C C E S S O R I E S
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AM0251C ·  AM0251CS ·  AM0500   COMPONENTS AND MATERIALS

AM0251C ·  AM0251CS ·  AM0500   TECHNICAL SPECIFICATIONS

AM0251C · AM0251CS

Tube	 Ø 32 mm

Sheet thickness	 1.7 mm

AM0500

Tube	 Ø 25 mm

Tube thickness	 1.6 mm

AM0251C · AM0251CS AM0500

AM0251C · AM0251CS

•	 Slots for water drainage

•	 Opening system that moves the support to the floor on 

swinging the seat down

•	 The bending process guarantees that the diameter is 

uniform on curves

•	 Recommended installation height of 470 mm at the top

AM0500

•	 Tube to prevent oxidation

•	 Vinyl-coated structure, biocompatible and non-allergenic

•	 The bending process guarantees that the diameter is 

uniform on curves

•	 Electrically isolated

•	 Stainless steel bolts for masonry walls

•	 Seat in non-porous delamination-proof phenolic sheet

•	 Deters fungi and bacteria

•	 Slots for water drainage

•	 The strenght of the seat support will depend on the type 

of wall and the supports used

•	 Reversible seat mounted left or right

material: AISI 304 stainless steel

finish: bright 

material: AISI 304 stainless steel

finish: satin 

AM0251C

AM0251CS

folding seat with floor support

folding seat with floor support

material: AISI 304 stainless steel /phenolic sheet

finish: satin / white ivory

AM0500
reversible, folding seat with floor support

484 mm

41
0 
m
m

450 mm

50
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m
m

10
0 
m
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840 mm 133 mm

49,6 mm

7,2 mm
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69 mm
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57 mm

495 mm
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0.5

 m
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76 mm

550 mm340 mm
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m
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m

seats

G R A B  B A R S  A N D  O T H E R  A C C E S S O R I E S



162

EP0350CS ·  EP0450CS   COMPONENTS AND MATERIALS

EP0350CS ·  EP0450CS   TECHNICAL SPECIFICATIONS

Frame thickness	 1 mm

Glass thickness	 5 mm

EP0350CS

L1	 500 mm

L2	 700 mm

EP0450CS

L1	 600 mm

L2	 800 mm

•	 One-piece frame made of AISI 304 stainless steel

•	 Backed with medium density fibre waterpoof board that 

reinforces the glass, making it stronger

•	 5 mm glass mirror

EP0350CS · EP0450CS

material: AISI 304 stainless steel

finish: satin 

EP0350CS

EP0450CS

fixed mirror 700 x 500 mm

fixed mirror 800 x 600 mm

N
E

W

L1 19 mm

L2

mirrors

G R A B  B A R S  A N D  O T H E R  A C C E S S O R I E S
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EP0300 ·  EP0300CS ·  EP0400CS   COMPONENTS AND MATERIALS

EP0300 ·  EP0300CS ·  EP0400CS   TECHNICAL SPECIFICATIONS

Frame thickness	 1.5 mm

Glass thickness	 5 mm

EP0300 · EP0300CS

L1	 700 mm

L2	 500 mm

EP0400CS

L1	 800 mm

L2	 600 mm

•	 One-piece frame made of steel (EP0300) or stainless steel 

(EP0300CS · EP0400CS)

•	 Backed with medium density fibre waterpoof board that 

reinforces the glass, making it stronger

•	 Pivoting system that allows to tilt the mirror

•	 Glass fitted with silicon on the frame

•	 5 mm glass mirror

EP0300 · EP0300CS · EP0400CS

material: AISI 304 stainless steel

finish: satin 

EP0300CS

EP0400CS

pivoting mirror 700 x 500 mm

pivoting mirror 800 x 600 mm

N
E

W

material: steel

finish: white epoxy

EP0300
pivoting mirror 700 x 500 mm

N
E

W

L2
20 mm

75 mm

27
0 
m
m

43
0 
m
m

L1

mirrors

G R A B  B A R S  A N D  O T H E R  A C C E S S O R I E S


